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40 CFR Ch. I (7–1–20 Edition) § 60.42 

or any gaseous fuel produced in a proc-
ess which might result in highly vari-
able sulfur content or heating value. 

Wood residue means bark, sawdust, 
slabs, chips, shavings, mill trim, and 
other wood products derived from wood 
processing and forest management op-
erations. 

[72 FR 32717, June 13, 2007, as amended at 77 
FR 9447, Feb. 16, 2012] 

§ 60.42 Standard for particulate matter 
(PM). 

(a) Except as provided under para-
graphs (b), (c), (d), and (e) of this sec-
tion, on and after the date on which 
the performance test required to be 
conducted by § 60.8 is completed, no 
owner or operator subject to the provi-
sions of this subpart shall cause to be 
discharged into the atmosphere from 
any affected facility any gases that: 

(1) Contain PM in excess of 43 
nanograms per joule (ng/J) heat input 
(0.10 lb/MMBtu) derived from fossil fuel 
or fossil fuel and wood residue. 

(2) Exhibit greater than 20 percent 
opacity except for one six-minute pe-
riod per hour of not more than 27 per-
cent opacity. 

(b)(1) On or after December 28, 1979, 
no owner or operator shall cause to be 
discharged into the atmosphere from 
the Southwestern Public Service Com-
pany’s Harrington Station #1, in Ama-
rillo, TX, any gases which exhibit 
greater than 35 percent opacity, except 
that a maximum or 42 percent opacity 
shall be permitted for not more than 6 
minutes in any hour. 

(2) Interstate Power Company shall 
not cause to be discharged into the at-
mosphere from its Lansing Station 
Unit No. 4 in Lansing, IA, any gases 
which exhibit greater than 32 percent 
opacity, except that a maximum of 39 
percent opacity shall be permitted for 
not more than six minutes in any hour. 

(c) As an alternate to meeting the re-
quirements of paragraph (a) of this sec-
tion, an owner or operator that elects 
to install, calibrate, maintain, and op-
erate a continuous emissions moni-
toring systems (CEMS) for measuring 
PM emissions can petition the Admin-
istrator (in writing) to comply with 
§ 60.42Da(a) of subpart Da of this part. 
If the Administrator grants the peti-
tion, the source will from then on (un-

less the unit is modified or recon-
structed in the future) have to comply 
with the requirements in § 60.42Da(a) of 
subpart Da of this part. 

(d) An owner or operator of an af-
fected facility that combusts only nat-
ural gas is exempt from the PM and 
opacity standards specified in para-
graph (a) of this section. 

(e) An owner or operator of an af-
fected facility that combusts only gas-
eous or liquid fossil fuel (excluding re-
sidual oil) with potential SO2 emissions 
rates of 26 ng/J (0.060 lb/MMBtu) or less 
and that does not use post-combustion 
technology to reduce emissions of SO2 
or PM is exempt from the PM stand-
ards specified in paragraph (a) of this 
section. 

[60 FR 65415, Dec. 19, 1995, as amended at 76 
FR 3522, Jan. 20, 2011; 74 FR 5077, Jan. 28, 
2009; 77 FR 9447, Feb. 16, 2012] 

§ 60.43 Standard for sulfur dioxide 
(SO2). 

(a) Except as provided under para-
graph (d) of this section, on and after 
the date on which the performance test 
required to be conducted by § 60.8 is 
completed, no owner or operator sub-
ject to the provisions of this subpart 
shall cause to be discharged into the 
atmosphere from any affected facility 
any gases that contain SO2 in excess of: 

(1) 340 ng/J heat input (0.80 lb/ 
MMBtu) derived from liquid fossil fuel 
or liquid fossil fuel and wood residue. 

(2) 520 ng/J heat input (1.2 lb/MMBtu) 
derived from solid fossil fuel or solid 
fossil fuel and wood residue, except as 
provided in paragraph (e) of this sec-
tion. 

(b) Except as provided under para-
graph (d) of this section, when different 
fossil fuels are burned simultaneously 
in any combination, the applicable 
standard (in ng/J) shall be determined 
by proration using the following for-
mula: 

PS
y z

y zSO2

340 520= +
+

  ( ) ( )

( )
Where: 
PSSO2 = Prorated standard for SO2 when burn-

ing different fuels simultaneously, in ng/ 
J heat input derived from all fossil fuels 
or from all fossil fuels and wood residue 
fired; 
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